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INTEGRATED CONTROL SYSTEMS
ALL-IN-ONE AV CONTROLLER

SOLVIX Integrated Control System

By connecting complex AV systems such as exhibition halls, auditoriums, conference rooms,
motorized devices and lighting devices to the main controller, users can individually control them
with LCD controllers and customize programming to suit various usage environments and uses
such as conferences, presentations, and movie modes.

It can be designed to control the entire system with one touch.

SOLVIX All In One Control System

Solvix connects loT-based SMART AV controllers and devices so that anyone can easily control
AV systems in complex and diverse environments, and users can conveniently control complex
AV devices in bulk.
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5 ALL- IN- ONE AV CONTROLLER

Seamless Controller
SIC-3100(A)
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JOLVIX SEAMLESS CONTROLLER ‘7
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Control Pad &
Default Selection

FEATURE
+ Control pad: 7-inch LCD touch
+ Connectup to 4 HDMI sources to 2 HDMI displays
+ Full HDCP compatibility
+ EDID Expert: Select the optimal EDID settings for high-quality display
+ High-resolution video support-480p, 720p, 1080p (1920x1080): up to WUXGA (1920x1200) <Wall Mount>
+ Seamless Switcher : No delay time when switching screens i i

<Tabletop>

+ Microphone audio can be embedded into HDMI output

+ Seamless Switcher Function: No delay time occurs when switching screens

« MATRIX function support: The two outputs can each display a different input screen.
« 4-split screen available: 4 input sources can be output on 4-split screen Control Pad &
« Built-in DSP (Digital Signal Processor) Chip Advanced(STC1510)
« Parametric EQ support: Microphones 1 and 2 can be individually controlled by parametric EQ
+ RTC (Real Time Clock) function: Off reservation time can be set

+ Emergency broadcast interlocking in case of fire: EXT.S/W

+ Manual control available from the front of the body

« Controls 2 projectors and 2 motors

« Expanded control terminal: RS-232, RS-485, Relay each 1 channel / DC 5V output
« Built-in USB, LAN hub function / computer power control board included 12:55 =u

2021 38 318 [#]
« Central integrated control program (Smart Manager) interlocking (Option)

Seamless 4X2 Multi View RTC Parametric
Switcher Matrix HDMIOut (Real Time Clock) EQ

(RTC)
FCC Touch Preferen Expandabl Monitorin Projector Equipment Audi Remote
Certification Control elerences pandable onitoring Control Control udio Control

FC | o |8 @) | & || &) & | || T

06



SoLvix

INTEGRATED CONTROL SYSTEMS

Diagram(Example)

Central integrated control system
< SMART MANAGER >

Control Touchpad
< 7-inch LCD pad>
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HDMI (OUT)

REIAY

Audio Equipment

Motorized Projector Monitor
Screen

HDMI (OUT) HDMI (IN)

PC
RS 232
s ‘ v/} HDMI (IN)
Motorized Projector Lift Projector
e Laptop
REIAY
Power Sequencer Blu-ray Player

Camera



5 ALL- IN- ONE AV CONTROLLER

Smart AV Controller
SIC-1100(A)

Control Pad &

Default Selection
4 )

FEATU RE <Ta|top>

+ Control pad: 7-inch LCD touch
« Controlling your projector RS-232

+ Power screen and innovation control (Up / Stop / Down)

+ Extended control terminals: RS-232, RS-485, Relay

+ Extended control module power output: DC5V

« Built-in USB, LAN hubs

+ EXT capable of interlocking fire safety standard EM signals. Built-in S/W

- DSP(Digital Signal Processor) Chip . J
+ Parametric Equalizer Support: Audio from Mic1 and 2 can be adjusted individually to EQ Control Pad &
+ Phantom Power 48V On/Off Advanced(STC1510)

« Built-in digital amplifier: 60w, 8 Ohms (Applied model-SIC-1100A)
« Built-in card for computer power control

« Central Integrated Control Program (Smart Manager) Interworking Option

12:55 ==

20214 38 319 (4]

(RTC)
FCC Touch Pref E I Monitori Projector Equipment Audi Remote
Certification Control references xpandable onitoring Control Control udio Control

FC || o |8 || @0 | =& || &) & || D || T
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INTEGRATED CONTROL SYSTEMS

Diagram(Example)

( )
Central integrated control system Control Touchpad
< SMART MANAGER > < 7-inch LCD pad >
RS 232
Remote monitoring and control of the classroom
Projector
RS 232 . g
............... FEEEEEEREER 3 PC Power Control Board
i
i
i
i
i
i
1
i
i
|
H
REIAY |
\4
D
Motorized Projector
Screen
Relay | @ o i e
RS 232
. . . \J
Motorized Projector Lift ) )
Power Sequencer HDMI MATRIX
o J

09



ALL- IN- ONE AV CONTROLLER

Smart Quick Controller
SRC-1321

FEATURE

« Control pad: capacitive touch (body and set supplied)

« Projector RS-232 Control

« Electric screen and lifting (Up/Stop/Down control)
« Extended controlterminal: relay 1 channel

« Lecture Start/End: One-touch Batch Control

+ Macro function

« Can be linked with central integrated control program (Smart Manager) (Option)
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INTEGRATED CONTROL SYSTEMS

Diagram(Example)

Central integrated control system
< SMART MANAGER >

(Manager PC) (Cell Phong

[E
use PJT PD "
oo [

LAN  PAD
S Ky
. U Ul —..':
i - .

capacitive touch pad

Motorized Projector Screen

\J

7 \
e\
L |
v
-9 /]
Projector RELAY
Y

Motorized Projector Lift
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5 ALL- IN- ONE AV CONTROLLER

Smart Projector Controller

SPC-100

FEATURE

« Projector Protocol Can Be Set Using Jumper Switch
+ Projector Protocol Setting Function Using External Environment Setting (PC, LAPTOP)

+ Capacitive Touch Buttons Are Used To Minimize Button Failure.
« Itls Manufactured In The Size Of AWall Switch, So ItIs Easy To Install.

YouTube Link(Click)
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https://www.youtube.com/watch?v=lmWZgzOYOQA&t=118s
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INTEGRATED CONTROL SYSTEMS

Diagram(Example)

a A\
o 0
MAX : 30M / 100ft
EURO 4P
B+ | GND |GND(BROWP| TX(GREEN
DC Adaptor
o O
SPC-100
|
PCor Laptop. Projector
Protocol Setup
\s J
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ALL- IN- ONE AV CONTROLLER

Setting Program

Controller Setting Program

The controller setting program is a program that optimizes the AV controller for the classroom environment a
nd purpose after installation is complete. This allows the user to change the settings at any time if they wish.

| 8 soLvixAio uTiLT - X

=

Connect / Dis.
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o

o
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Default | MATRIX | On/Off | Touch/Po...| Network | Screen/El... | Projector#1| Projectors2| Sound | Ext. Proto...| Ext. Proto...| Ext. Mod... | Update |

You can set the default behavior of the controller

B Use beep when operating the pad [Jswitch to HDMI#3/#4 with one AUX button when using CAP-Pad
When the system on, set the controller operation state. When using the built-in amp, set the delay after on.
Ostandby Mode  OStart Mode #1 (O Start Mode #2 [ 41 SEC (6 ~ 8sec when using PS}
| [
Select analog audio input for each mode. (3.5mm stereo AUDIO IN port on controller rear
PC Mode : Osn 02 Owt AX# Mode : O#1 O#2 Ocut
i
LAPTOP Mode @ O#1 O#2 Ouwt AX#E2 Mode : O#1 O#2 Ocut !
Select USB connection for each mode
PC Node : Oprc Ouwetor O lLast used device AUX#1 Mode : OPC OLWPTOP O Last used device

LAPTOP Mode : ©OPC OLAPTOP O lLast used device AUX#2 Mode : OPC OLWPTOP O Last used device

Sensor operating conditions can be set. |
Sensor Type : @N.0  ON.C Sensor Set : © Normal (LOCK) O Trigger(PUSH)
when sensor event :  (CJEM(MUTE) (JPD contact (JSystem power StartMode #1 Startiode #2 r
i
f
| English v ¥2.1.9.14 Factory Default Import Setup Data Export Setup Data

FEATURE

« Function to set the operation status of all equipment connected to the controller at start/end

« HDMI EDID setting function: AUTO / Port #1 / Port #2 / 480p / 720p / 10180p

« Projector (all manufacturers) protocol automatic input and direct input function

« Electric screen / Elevation operation time arbitrarily set function

« Additional protocol input available for extended control of AV equipment

+ RTC (Real Time Clock) function: All equipment can be turned off when the lecture end time is set
+ Phantom Power 48V ON/OFF can be set

« Sound setting function: 10Band EQ control (Graphic Equalizer or Parametric Equalizer)

« Network setting function: interlocking with integrated management system
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INTEGRATED CONTROL SYSTEMS

All equipment operation status setting at

start/end

Device ON/OFF setup when controller turns on or off

v2.1.9.4 Factory Default

Oetautt | MATRIX | ORVOM | TouehPo..| Metwork | Saeenvti..| Prajectors)| rojectored] Sound | st Proto

When power 1

tivate the pover control of this cosuter when connected to the networ

. Proto,

led, HON1 outout

ot Mod. | Update |

13 always ON

ed 3 WL

Setting the operation time of the motor

Projector protocol auto and direct input function

Detauit | MATRIX | On/OH | Touch/Po..| Network | SaeenEL.| Projectorst| Projectors2| Sound | Bt Proto..| Ext. Poto..| Ext. Mod. | Update

The protector control method can be selected and set.

vane 7501 es-asehc. e Tyoe Imort
Protocol setw
. erval | SEC)
Pover O 2 »
2 B
1 »
B
8 B
. »
8 B
Show : CE 0 L] = Lamp check cycle : 38 (&
Power Check L4 1 "
= — g et
PC mode
Lamp Check : > LIPTOP made
- a AUX! mode
Recy. Data © x n

Enolish Factory Default

RTC function (all equipment OFF when setting
the end time)

Linking Projector with screen and elevation

Screen Up

Screen Check

(enable screen PROJECTOR # [Oenable elevation

(Olenable screen E Olenable elevation

SEC elevation down

SEC elevation up.

Defauit | MATRIX | OrvOff | Touch/Po...| Metwork | Screen/EL.| Projectors 1| Projectore?] Sound | Ext. Prota..| Ext. Proto..| Ext. Mod... | Update
2 J

Detauit | MATRIX | On/OHt | Touch/Po..| Wetwork | Saeen/EL..| Projectors1] Projectorez] Sound | Ext. Proto..| Ext. Proto..| Ext. Mod.. | Update

You can set the functions associated with the operation pad.

B fsec

Frevies

When the system is turned on, system shut-down |

+] Osrsten

# Dsysten

#] Osrsten

#] Osrsten 0

® Systes On C !
#] Osrstes 0n O =

English Export e o e = ” ——
HDMI EDID Settings Sound EQ control function
(Graphic / Parametric EQ)
Detautt | MATRIX | On/OfF | ToucPo..| Metwork | Screen/EL. | Projectors| rojectors2] Sound | Edt. Proto..| Ext. Proto..| Ext. Mod. | Update Detautt | MATRIX | OR/OMf | ToucnPo...| Networ | ScreenveL. | Projectorei| Projectore2| Sound | Bt Proto..] B, Proto..) €t Moa... | Update |
You can set the default behavior of the matrix function
VOLUME GAIN BASS p TREBLE e
Startus volume value
-
-
- - Phanton 48V o OwF
-
om
Or.e
[ : (X} + : 0.0 &3 4.8 % Current BwrE
Omte O'selected Selected + Analog + WIC
ut Port 1 #RIE 13 BY
Flatten All
Osnc n Or O Om O
English V2.1.9.4 Factery Default Expor English ¥2.1.5.14 t Import Setup Data
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5 INTEGRATED CONTROL SYSTEMS

Integrated Control System Software

Smart Manager

In the integrated control room, the operation status of the entire campus and each classroom can be monitored, and
all connected AV equipment can be controlled individually or collectively.

( Classroom general management screen (comprehensive situation room) )

SMART AV

i

Tmee ) g BE
= HEER =23E 238 AzfuiolH
6 6 B

1

4

% This screen is an example screen tailored to the actual configuration for better understanding.

{ Control screen for each building )
{ Smartphone management screen )

JOLVIX SMARTAY - Login Screen Status by Selected Classroom
a Group Control Screen
v

AlARHS ) | pcEa z2HE
o Jl2n oz

JOLVIX

ale
38l D) gewold  SE =9
— —— ;‘Cl?\- ——

o’r& . OFF

SMART AV
LA R B

© weven [

e
TR o
o) nene [l o

m
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INTEGRATED CONTROL SYSTEMS

A Monitoring the overall operation status of the classroom A Real-time monitoring of projector status and

A Monitoring and checking of alarm occurrence status by equipment lamp usage time

inthe entire classroom A Classroom lighting control possible (Option)
A Monitoring and controlling the operation status of AV devices by A Video controland control possible using IP
lecture building camera (no storage / camera)
A Control each classroomand all AV equipment in the classroom A Monitor and control classroom equipment with

A Same-dayreservationsfor lecture buildings and departments are anadministrator PCand all smartphones

possible with OFF (AV devices simultaneously OFF)

Diagram(Example)

R . { Classroom general management screen )
Central integrated control system .

SMART AV

JOWIX e

ST ST SCTTTRNS SSCTTTINS ST W
(Cell Phone (Manage PC) - - —

!1 E 1 !vﬂf"‘r‘n
#1_Classroom P #n_Classroom

(#1 College, NJ ) o (#2 College, NY)
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INTEGRATED CONTROL SYSTEMS

Specifications

Seamless Controller

Hoimi
SIC-3100 SIC-3100A
Control PAD 7"LCD Touch
HDMI Input 4 x HDMI Type A Female
HDMI Output 2 xHDMI Type A Female
Resolution 480p, 720p, 1080i, 1080p(1920x1080); Max WUXGA (1920 x 1200)
Audio Input PC, Laptop(3.5mm Stereo x 2)
Audio Output Stereo RCAL/Rx 1
DSP EQ 10Band EQ / Graphic Equalizer, Parametric Equalizer
Min Input Mic 1(Phantom 48V), Mic 2(Bass, Middle, Treble)
EXT.Port RS-232 x 2(LAN Port, D-sub 9p), RS-485 x 1, RELAY x 1(Euro Terminal) , DC 5V (Euro Terminal)
EXT. S/W 1Port(Euro Terminal) / EM Signal Interlock (Blocking sounds other than emergency broadcasts in case of fire)
PC Control Switch

Manual Control Switch

1Port(RJ-12)

Projector Control

LED S/W x 10 button on the Front of the Main Body

(used when the touch control pad is defective)

Motor Control

RS-232 Control or IR Control

Motorized Screen, Motorized Projector Lift(Up/Stop/Down)
USB HUB PC, Laptop, Tablet, Keyboard, Mouse
LAN HUB In, PC, Laptop

Remote Control (Option)

Network-based integrated control / remote control / monitoring of each classroom, reservation function
Digital Amplifier X 60W, 8Q
Power DC12V DC24V
AE 27|/ FA 428(W) x 280(D) x 88(H)mm / 2U(19212| Rack Type) / 3.8Kg

Smart AV Controller

Control PAD 721Z| LCD Touch
Audio Input 3.5mm Stereo Jack x 2
AudioOutput Stereo RCAL/Rx 1
DSPEQ 10Band EQ / Graphic Equalizer, Parametric Equalizer
MicInput Mic 1(PHANTOM48V), Mic 2( Bass, Middle, Treble)
Serial Port RS-232 x 2(RJ-45, Euro Terminal), RS-485 x 1(Euro Terminal)
Relay Port RELAY x 1(Euro Terminal)
EXT. S/W 1Port(Euro Terminal) / EM Signal Interlock (Blocking sounds other than emergency broadcasts in case of fire)
PCControl Port 1Port (RI-12)
DCOutput DC 5V(Euro Terminal)
Motor Control ACT10V~AC220V / Motorized Screen, Motorized Projector Lift (Up/Stop/Down)
USB Hub PC, Laptop, Tablet, Keyboard, Mouse
LAN Hub In, PC, Laptop
Digital Amplifier X ‘ 60W, 8Q
Remote Control(Option) Network-based integrated control / remote control / monitoring of each classroom, reservation function
Power DC12v | DC24V
Dimension / Weight

428(W) x 250(D) x 44(H)ymm / 1U(19212| Rack Type) / 2.9Kg
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INTEGRATED CONTROL SYSTEMS

Specifications

Smart Quick Controller

SRC-1321

Control Pad Type

Capacitive Touch Pad

Channel Capacity

ACT10V ~ AC 220V 5A/1.1Kw

Network Control

RS-232C 1Port(Euro Block) for Projector Control

LAN Port 1Port
USB Port 1Port(Setting Port)
Contact output 1Port(Euro Terminal)

Motorized Control

Motorized Screen, Motorized Lift(Up/Stop/Down) Control

Size

Body :5.7" (W) x5.17 (H) x 1.88" (D) (147 (W) x 130(H) x 48(D)mm) / PAD: 6.1" (W) x 3.5" (H) x 0.98" (D) (155(W) x 89(H) x 25(D)mm)

Weight

25.35Ib(1.5Kg) With Control Pad

Smart Projector Controller

SPC-100

Cap Sense Switch

6 EA

1 PORT(RJ-45)

RS-232C
USB Terminal A Type (For PC or Laptop Connect)
Power Consumption DC 12V, 300mA (Adapters must be purchased separately)

Operating Temperature

32°F~104°F (0°C ~ 40°C)

Operating Humidity

10 ~80%

Size / Weight

2.757(W) x4.64" (H) x 1.147 (D) (75(W) x 118(H) x 29(D)mm) / 0.23Ib (105g)
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INTEGRATED CONTROL SYSTEMS

Device Control Unit
- Remote Light Control Unit
- 1&" TRXFK
- X-TOUCH

- SCGEXT
IR Module

Protocol Module
MIDI Module
TCP Module
USB Module
TTA Module
Schedule Module
PCU Module

- SCG-RSD4
RS 232D4 Module
RS 485D4 Module
RCU Mini Module
DMX Module
WLM Module



































































